
Cot tranzitie 90° FE PA electrofuziune
Categorie:Fitinguri cu filet (tranzitie) electrofuziune Fitinguri electrofuziune

Cod produs: 4925N4

– Material : PE100 virgin , PE100RC virgin , culoare neagra
– Compatibilitate material : PE100 , PE100RC , PE80 , PEX
– Presiuni de lucru : PN10 Gaz , PN16 Apa (PE100 SDR11)
– Durata viata : minim 50 ani
– Respecta prevederile EN1555-3:2021 si EN12201-3:2021 respectiv ISO4437 si ISO4427
– Fabricate prin injectie in matrite
– Conectori sudare 4 mm
– Martori sudura incorporati

Producator: PLASSON Ltd. – Israel
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20 1/2″ 54 54 124 35 PN 16 110.00 1 200

20 3/4″ 54 55 125 35 PN 16 – 1 –

20 1″ 54 57 127 35 PN 16 – 1 –

25 1/2″ 54 44 124 35 PN 16 – 1 –

25 3/4″ 54 55 125 35 PN 16 100 1 250

25 1″ 54 57 127 35 PN 16 – 1 –

32 3/4″ 41 66 150 44 PN 16 – 1 –

32 1″ 41 68 152 44 PN 16 – 1 –

https://plasson.ro/produse/fitinguri-electrofuziune/fitinguri-cu-filet-tranzitie/
https://plasson.ro/produse/fitinguri-electrofuziune/
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32 1 1/4″ 41 71 155 44 PN 16 – 1 –

32 1 1/2″ 41 71 155 44 PN 16 – 1 –

32 2″ 41 76 160 44 PN 16 – 1 –

40 3/4″ 45 67 164 48 PN 16 – 1 –

40 1″ 45 69 166 48 PN 16 – 1 –

40 1 1/4″ 45 71 168 48 PN 16 270 1 100

40 1 1/2″ 45 71 168 48 PN 16 – 1 –

40 2″ 45 77 174 48 PN 16 – 1 –

50 1 1/4″ 50 89 199 49 PN 16 – 1 –

50 1 1/2″ 50 89 199 49 PN 16 – 1 –

50 2″ 50 93 203 49 PN 16 – 1 –

63 1 1/4″ 56 86 218 58 PN 16 – 1 –

63 1 1/2″ 56 86 218 58 PN 16 – 1 –

63 2″ 56 90 222 58 PN 16 – 1 –


